
Spark Detector  
GreCon DLD 1/9 & DLD 1/9 AS
Optimal detection of all ignition sources  
in any environment

KEY BENEFITS

	4 Highly sensitive detection of sparks, embers, and hot particles

	4 Detection independent of ignition source temperature

	4 Intelligent Detection Technology (IDT®) ensures reliable 
detection in any environment, with or without ambient light

	4 Long service life of the detector optics thanks 
to flush-mounted installation

	4 VdS approved, and also available with dust explosion 
protection certifications (ATEX and IECEx)
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SPARK DETECTOR GRECON DLD 1/9 & 1/9 AS
The DLD 1/9 spark detector offers optimal detection performance for all ignition 
sources in any environment thanks to Intelligent Detection Technology (IDT®). Two 
versions are available depending on the application conditions: 
• The classic DLD 1/9 is ideal for areas without ambient light. 
• The DLD 1/9 AS is recommended for applications exposed to ambient light.

Both versions are highly sensitive spark detectors with numerous advantages. They 
reliably distinguish between dangerous sparks and harmless ambient light, pre-
venting false alarms and enabling the detection of hot, non-glowing particles in 
high-temperature processes. Additionally, the sensitivity is adjustable, allowing pre-
cise adaptation to individual risk levels.

The DLD 1/9 can be used in pneumatic conveyor pipelines (including near inspection 
hatches), drop chutes, and mechanical conveyors. It connects to any GreCon spark 
detection control panel with a touchscreen display via a simple three-core cable. All 
GreCon control panels continuously monitor this connection for faults and auto-
matically check the detector’s functionality at programmable intervals.

TECHNICAL DATA GRECON DLD 1/9 & DLD 1/9 AS
Viewing angle 120°

Spectral response near IR

Ambient temperature Non-Ex zone -40 °C to +70 °C 
Ex zone -20 °C to +60 °C

Temperature process Non-Ex zone -40 °C to +70 °C 
Ex zone -20 °C to +60 °C

Temperature storage -20 °C to +60 °C

Relative humidity 0 up to 95 %, non-condensing

Place of use Ex-free zones, zones in danger of 
dust explosion zones 20, 21, 22

Protection class IP 65

Connection pre-assembled, pluggable connection cable 
with angled socket and threaded connector

Material of housing die-cast aluminium (GD-AlSi12) 

Weight approx. 260 g

Adapter systems 
that can be used

threaded mounting adapter DLD 1/8A Ex & DLD 1/9 
weld-on mounting adapter DLD 1/8A Ex & DLD 1/9 
air purge adapter SPA and SPA Ex

Current consumption min. 8 mA to max. 30 mA


